
HEIGHT 44"

PAPER WEIGHT MAX. 112 g/m2 MIN. 68 g/m2

CUT WIDTH MAX. 20.5" MIN. 6"

ESP703 ROTARY CUTTER
FEATURES & BENEFITS
TOUCH SCREEN USER INTERFACE - COMPUTER CONTROLLED ROTARY CUT

TECHNOLOGY ENSURES FAST AND ACCURATE CUTS.

PINLESS AND PINFED OPERATION - TAKE ADVANTAGE OF PAPER COST

SAVINGS BY UTILIZING THE PINLESS FEATURES AVAILABLE ON TODAY’S
CONTINUOUS FORMS PRINTERS, AND STILL HAVE THE ABILITY TO PROCESS

PINFED DOCUMENTS.

BUILT-IN PINLESS SLIT/MERGE - PROCESS PINFED OR PINLESS TWO-UP

(OPTIONAL THREE-UP) FORMS WITHOUT ADDITIONAL EQUIPMENT OR

FLOORSPACE.

ON-LINE AND OFF-LINE CAPABILITIES - THE ESP703 CAN BE USED

ON-LINE WITH A CONTINUOUS FORMS PRINTER OR OFF-LINE IN YOUR BINDERY

DEPARTMENT.

CUSTOM SOLUTIONS - THE ESP703 ROTARY CUTTER CAN BE COUPLED WITH

THE ESP755 JOB OFFSET STACKER TO PROVIDE A PRECISION CUT-SHEET

SOLUTION TO MEET PRINT-ON-DEMAND (POD), STATEMENT PROCESSING, REPORT

GENERATION, BOOKLET MAKING AND CHECK PROCESSING NEEDS. SPECIFICATIONS
MACHINE

WEIGHT 850 LB.
ELECTRICAL 8 KVA 208V 3 PHASE 50/60 HZ

LENGTH 68" 
WIDTH 43"

APPLICATION
FORM PITCH 1/6", 1/8", OR 1/10"

IN-FEED SPEED UP TO 300 FPM

CUT LENGTH MAX. 22" MIN. 5.5"  OPTION: 2.75"

FORMS
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OPTIONS

** FOR APPLICATIONS OUTSIDE OF THESE SPECS CONTACT

THE ESP TECHNICAL TEAM

ESP87 RIGHT ANGLE TURNBAR

ESP755 JOB OFFSET STACKER

ESP2020 IN-LINE FOLDER

ESP86 IN-LINE TURNBAR

ESP706 FORMS CONVEYOR


